
1000M

UPLINK

Active 8+2+1 100/1000Mbps PoE Switch

Model

Network�Standard

Port

PoE�Power

PoE�Pin

Performance

Forwarding�Rate

Port�Function

Working�Environment

Power

Weight�&Size

Supply�8*10/100Mbps�RJ45�Port(Support�PoE+).

Supply�2*10/100/1000Mbps�RJ45�Uplink�Port.

Supply�1*10/100/1000Mbps�SFP�Port.

The�whole�power�max.�Is�120W,Up�to�30W�per�port.

Support�250M�long�distance�transmission,�VLAN.

IEEE802.3

AF/AT VLAN 250M

Large power

120W(52V 2.3A) �Chipset

Switch PoE 8*PoE 2*Uplink 1*SFP 100/1000mb

IEEE�802.3、IEEE�802.3u、IEEE�802.3ab、IEEE�802.3z、
IEEE�802.1Q、IEEE�802.3x、IEEE�802.3af、IEEE�802.3at

8*10/100Mbps�RJ45�Port����������
2*10/100/1000Mbps�RJ45�Uplink�Port���
1*10/100/1000Mbps�SFP�Port���

8*10/100Mbps�RJ45�Port�(Support�PoE+)
The�whole�power�max.�is�120W
Up�to�30W�per�port

1-8�PoE�Port�Support�IEEE802.3af/at
Both�1/2+�and�3/6-
End-span
250M�Transmission�(Manually�Open)

Store�and�forward
MAC�address�table�2K
Switch�Capability�12Gbps

100BASE-T：�148800pps
1000BASE-T：�1488000pps/port

Power�priority�mechanism,�fast�and�forward,�MAC�automatic�learning�and�aging
IEEE802.3X�Full-duplex�and�mode�and�backpressure�for�Half-duplex�mode

Operating�Temperature:�-10℃-�-�55℃

Single�Port≤30W����
Whole�power≤120W��
DC��52V��2.3A

1.2KG
200mm×118mm×44mm(L×W×H)
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